
SISON TOUC/; -----~-·~_,.9_N_ 
Ce/estis Bison Touch- Closed Loop Touchscreen Hardness Tester with digital microscope 

TECI;NICAL SPECIFICATIONS 
Measurement range 8 HBW ~ 650 HBW 

Applied forces 62,5kgf (612,9N); 100kgf (980,7N); 

125kgf (1226N); 187,5kgf (1839N); 

250kgf (2452N); 500kgf (4903N); 

750kgf (7355N); 1 OOOkgf (9807N); 

1500kgf (14710N); 3000kgf (29420N) 

Conversion scales HRC, HV, HBS, HBW, HK, HRA, HRD, 

HR15N, HR30N, HR45N, HS, HRF, HR15T, 

HR30T, HR45T, HRB 

Dwelling time 1-60 sec 

Measurement sequence automatic 

Data output Bluetooth, RS-232 (optional) 

Display LCD touchscreen 

Power 230V- 50 Hz 

Overall dimensions (LxWxH) 545x235x755 mm 

Weight ~ 160 kg 

ATTr-JIBUTES 
Full load range Brine// up to 3000kg with digital 

microscope. The loading is set by the actuation of a 

step motor and load cell 
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Big sized, colourful capacitive touchscreen -----Optional forces: 62,5; 1 00; 125; 187,5; 250; 500; 750; 1 000; 

1500; 3000 kgf (=kp) 

Accuracy in accordance with EN-ISO 6507 standard 

Automatic measurement sequence: 

~ 

loading I dwelling I unloading 

Robust, reliable construction 

Data memory 

ACCESSOr-JIES 

External, digital microscope (20x) with LED light ring 

Data input with a push of a button 

Scale conversion 

Threshold management 

Bluetooth data transfer (software is optional) 

Bullseye CCO measurement analysis system (optional) 

Brinell hardness tester- 1 pc. 

Hardness test block- 2 pes. 

lndentors (02,5 mm/Smm/1 0 mm)- 3 pes. 

Different testing tables- 3 pes. 

Digital microscope (20x)- 1 pc. 

User's Manual 
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