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Celestis NOVA- ABF Easy Digital Force Gauge 

TECI-INICAL SPECIFICATIONS 

Model 
Capacity/Resolution (N} 

ABFE70 

70/0,01 

ATTr-JIBUTES 

ABFE50 

50/0,01 

Handheld, metal-cased force gauge with built-in cell 

Enduring, ergonomic casing 

Accuracy ± 0,3% (of full capacity) 

Measurement units N, gf, kgf, ozf, lbf 

Overload capacity 120% of nominal capacity 

Overload protection yes 

Sampling rate 500 Hz 

Memory stores max. 500 data 

Data output USB 

Display LCD display (160x128) with LED backlight 

Power AC220V- 50/60Hz 

Overall dimensions 150x72x33 mm 

Weight 0,45 kg 

ABFE700 

700/0,1 

ABFE500 

500/0,1 

ABFE7000 

7000/1 

Quick and precise measurements, easy operation 

Depending on position, display image flips automatically 

Measures pulling and pushing forces as well 

Upholding peak force 

Threshold monitoring with alarm function 

500 sample/second sampling rate 

ACCESSOr-JIES 
Force gauge stands (optional) 
Data collection software (optional) 

SCOPE OF DELIVEr-JY 
Digital force gauge device- 1 pc. 
Variable adapters- 5 pes. 
Adapter extender- 1 pc. 
Carrying case- 1 pc. 
User's Manual 
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